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FAX questionnaire


for SEMO CLUTCHES & BRAKES
For presses, see Press Survey Sheet.
Please complete in block capitals!

Sender:

______________________________________
Name

______________________________________
Company 

______________________________________
Telephone (extension)

______________________________________
Fax

              

E-Mail address


Orttech, Inc.

Glenbrook Road
Willoughby, Ohio, USA 44094-8914

Telephone: (440) 951-5533

Fax: (440) 951-0869


e-mail:
info@orttech.com
Internet:
www.orttech.com
For the attention of (if known):
For Clutches and Brakes:
Actuation type:
Mechanical             
Electromagnetic       
Pneumatic 
Hydraulic       Spring-applied

Type of release method (spring applied units): 
Electromagnetic       
Pneumatic 
Hydraulic       
Prime Mover:     
Electric motor         
Hydraulic motor
Combustion engine
Other:   



Drive Application: 














Installation:
Horizontal Shaft
   
Vertical






Open

   
In closed housing
Shaft Diameter:
On drive input 
d1 = 

 in.


On drive output 
d2 = 

 in.
Motor Data:             
Horsepower

P = 

 HP


Maximum Speed nMAX = 

 rpm

Torques on Clutch or Brake:
Engagement (Dynamic) torque

MS = 



 lb.in.




Transmittable-Holding (Static) torque
MÜ = 



 lb.in.





Load torque



ML = 



 lb.in.




   If ML changes during operation, please provide ML curve.
Initial input drive speed:  
n10 = 



 rpm
Initial output drive speed:
n20 = 



 rpm
Maximum relative speed ratio:
∆n  = 



 rpm
Conditions at engagement:
Stationary
Full load
Without load



Engagement frequency 

Sh = 



 engagements/hr.


Acceleration/deceleration time
t3  = 


 seconds
Moment of inertia about clutch or brake axis:
Input drive side

JA = 


 lb.ft.2






Output drive side

JL = 


 lb.ft.2





If either JA or JL change during the operation, please provide appropriate curves.

Ambient Temperature:  T =  

 °F
Further Details: 
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